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Support Intel Core 17-8550U processor

On board HDMI+VGA+EDP/LVDS display output, EDP or LVDS optional
Built-in Intel HD Graphics,support 4K

Intergrated ALC269 Audio chipset

On board 1*N.2 KEY(SATA/PCIE SSD),2*SATA3.0 Port

On board 1*KEY-A(Support Bluetooth+WIFI). 1*KEY-B(3G/4G),either-or
Support 2/4*USB3.0, 5*USB2.0

Support 6*COM 232, COM2 support 232/485/422 optional

Support 1*print

Support DC+4Pin ATX power supply 12V
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Model No.

IS8550U

CPU

Intel® Core™ i7-8550U processor

System Memory

2*SO-DIMM, DDR4 2400MHz , Maxium support 32GB

Graphics

Intel® UHD Graphics 620

Display Connector

HDMI+VGA+LVDS/EDP, LVDS or EDP optional

On board LAN

2 or 1 Realtek RT8111E,1000M Ethernet controllers

On board Audio chip

Realtek ALC269HD Audio Decode Controller

Storage

1*SSD_M.2 for SSD,2*SATA

Expand Socket

1*KEY- A/ 1*KEY- B 1*SIM

USB 4*USB3.0(2*USB3.0 or LAN1 either-or) 5*USB2.0
COM Support 6*COM 232, COM2 232/485/422 optional
Power Supply DC+4PIN ATX

Front I/O Interface

4xUSB3.0 Ports (2 or 4 USB3.0)
1xLAN Port (2 or 1 LAN)
1xVGA Port

1xHDMI Port

1xMIC-IN port

1xLINE-OUT Port

1xDC

Rear /O Interface

1x4PIN ATX

1xJHDMI Pin

1xF-Audio Pin

1x30PIN LVDS Pin or 1xEDP Pin
1*12Pin VGA Pin

2xCOM Pin, 1xCOM Four-in-one Pin
1xJPS2 Pin

1xSpeaker pin

1xJ PRINT Pin

1xInvert Pin




3xF-USB2.0 Pin(Can expand 5*USB2.0 Port)
1xGPIO Pin

1xF-PANEL Pin

1xCPU FAN Pin

1xSystem Fan pin

1xSATA power pin

BIOS

AMIBIOS

4/8Mbit Flash

Form Factor

MINI-ITX (6 layers PCB), 170mm*170mm

System Monitoring
and Management

Wake on LAN System
Power Management Temperature
management, voltage management Fan speed

monitoring

Working Humidity

0% ~ 95% (relative humidity, non-condensing)

Operating Temperature

-15°C ~ 60°C




